Multi-level inverters have drawn much of attention in recent years because it can meet the demand of high power applications and good power quality associated with reduced harmonic distortion. As the number of voltage level increases, field programmable gate arrays (FPGAs) are suitable for the implementation of multi-level modulation algorithm. This paper proposes the implementation method for generating PWM pulses at the three phase diode clamped five-level inverter using FPGA. The strategy for communicating stably the data of three-phase reference voltages between the DSP and FPGA is suggested. The techniques for generating PWM signals based on a multi-carrier modulation method are carried out through the experiments with 32-bit DSP and Cyclone-III FPGA.
멀티레벨 인버터는 수 년 전부터 수 급 고압 유 MW

도전동기 구동을 포함하여 대용량 분야의 전력변환기 로 많은 주목을 받기 시작하였다 왜냐하면 멀티레벨
.
인버터는 출력전압의 크기를 쉽게 증가시킬 수 있고, 고조파에 의한 파형왜곡을 감소시켜 전력품질을 향상 시킬 수 있으며 전자파 역시 감소시키는 장점이 있기 때문이다
[1] [2] . 
멀티레벨 인버터는 분리된 직류전원을 사용하는 H-
한편 출력전압 Va은 다음과 같이 계산할 수 있다.
터를 선정하는 기법은 성능은 우수하나 전압 SVPWM
레벨 수가 증가할수록 전압벡터 섹터가 증가되면서 선 택하여야할 전압벡터 수가 급격히 증가된다 따라서 .
제어가 복잡해지고 계산량이 많이 증가한다 따라서 .
레벨 인버터까지는 이러한 기법을 적용한 사 3-PWM
례가 이 발표되었으나, [7] [8] [9] 레벨 인버터의 경우는 사 5-
본 논문에서는 구현이 비교적 간단하고 인버터 전압 레벨 변화에 쉽게 변경시킬 수 있는 정현파 기준전압 과 다중 레벨의 반송신호와 비교하는 방식을 SPWM 사용한다 [10] . 
